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Welcome to HOPPE (UK) Lid

Founded in 1988 HOPPE (UK) Ltd is now recognised as
market leader in the field of door and window hardware
where the HOPPE product is highly respected for its quality,
innovation and performance.

A purpose built state-of-the-art distribution centre at Gailey
Park, seven miles north of Wolverhampton, provides the
ideal location for distribution throughout the UK. At 50,000
sq.ft. it offers ultra modern facilities for both employees
and customers with a fully equipped showroom/meeting
room available.

The company is now organised into two distinct divisions,
namely the Architectural Division and the Door & Window
Division. The Architectural Division also comprises the
Access Control, Retail and Specification sub-divisions.

The publication of this new catalogue allows us to present
numerous new products alongside existing ranges. Many
of the products featured have been tested to meet the latest
European and British standards where applicable, offering
quality and innovation to all sectors of the market.

Using sophisticated computer technology and
communication equipment coupled with highly trained
and dedicated staff, HOPPE (UK) Ltd remains committed
to serving customers with pride.

Our vision statement is that HOPPE (UK) Ltd strives
for continued growth through our employees’ absolute
commitment to long term trusting partnerships with
colleagues, customers and suppliers.

ARRONE®

Under the ARRONE® brand name, HOPPE (UK) Ltd are
able to offer a comprehensive range of architectural
quality door and window hardware along with accessories.
Many products are manufactured exclusively by leading
hardware manufacturers throughout the world. Within the
extensive range are door closers, floor springs, emergency
exit devices, cylinders, architectural mortice lock cases,
hinges, disabled fittings, signs and accessories.

ARRONE® products are designed and manufactured
to compliment the HOPPE range of aluminium, brass,
stainless steel and nylon door and window hardware.
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the product specifications.




Finishes

Owing to limitations in the printing process, metal finishes and colours may not always be representative of the actual finished
product. Where known, the LRV (Light Reflectance Value) Is shown to aid selection when specifying to the recommendations of
BS 8300 and Approved Document ‘M".

Aluminium Hardware

F1 SAA F3 GAA
LRV: 60 LRV: 43.55

Brass Hardware

;") c_') q\-—:,ﬂ s s /Q.:) -a_-r;_;’

F41 Satin Chrome F49 Polished F71 Polished Brass F72 Satin F77-R Resista Brass F98 Matt F9 Brushed/
Chrome LRV: 38.65 (Brushed) Brass LRV:31.35 Chrome Aluminium Steel

tainless Steel Hardware

ba .

F68 Polished F69 Satin
Stainless Steel Stainless Steel
LRV: 4116 LRV: 42.63

Nylon Hardware

Sy N ey Say Sy wy

F1004 Golden F3003 Red F3005 Claret F5002 Cobalt F5003 Midnight  F6016 Green F7043 Flint (Dark)
Yellow (Rouge) (Burgundy) Blue (Dark) Blue (Viridian) Grey
LRV: 4478 LRV: 7.97 LRV: 4.84 LRV: 5.09 LRV: 4.85 LRV: 10.98 LRV: 9.49
- ﬁ ﬁ
F7506 Manhattan F8017 Brown F9016 Diamond  F9017 Black
Light Grey (Sienna) White (Ebony)
LRV: 42.46 LRV: 4.97 LRV: 88.19 LRV: 2.92

Door Controls and Emergency Exit Hardware

L3

Silver (SE) Gold (GE) Satin Aluminium  Polished Polished Brass Polished Stainless Satin Stainless
& GAA (SAA) Aluminium (PAA) (PB) Steel/Chrome Steel/Chrome

(PSS/PCH) (SSS/SCP)

F1004 Golden F3003 Red F3005 Claret F5002 Cobalt F5003 Midnight  F6016 Green F7043 Flint (Dark)

Yeliow (Rouge) (Burgundy) Blue (Dark) Blue (Viridian) Grey

LRV: 4478 LRV: 7.97 LRV: 4.84 LRV: 5.09 LRV: 485 LRV: 10.98 LRV: 9.49

F7506 Manhattan F8017 Brown F9016 Diamond  F9017 Black

Light Grey (Sienna) White (Ebony)

LRV: 42.46 LRV: 4,97 LRV: 88.19 LRV: 2.92
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HOPPE quick-fit connection

HOPPE quick-fit connection

Door handle fitting with the HOPPE quick-fit
connection

1. Insert the handle with fixed spindle into the
lock follower.

2. Simply push the receiver handle onto the fixed
spindle of the other handle as far as it will go.

That’s all!

What'’s needed with the new door handle fitting?

Quicker and better
1 handie with fixed solid spindle
¢ Very quick door handle fitting — 75% time saving! 1 receiver handle with HOPPE quick-fit connection technology

* No Allen screws or transverse spindles needed
- No hole needed for Allen screw

- No alignment of the spindle necessary
when tightening the Allen screw

- No loosening of the Allen screw or spindle possible

¢ |ntegrated blocking mechanism in the receiver handle
- No tools necessary
- Play-free handle connection
- Long lasting, firm fitting of the handles

You don't need an Allen
screw or any other tool to
fit door handles with the
HOPPE quick-fit connection

¢ Use of a solid spindle
- Solid spindle for maximum torgue transmission

¢ Variable axial handle fitting tested to
DIN EN 1906 (Grade 3)

- Can be used for various door thicknesses
(in a defined area)

e Easy and quick removal of handles
- Eg with the Allen key included or a screwdriver

¢ Allows doors to be transported with the backplate
only fitted, maximising truck capacity and reducing
carbon footprint

10-year operational guarantee

Naturally, HOPPE provides an operational guarantee on
all designs with the new HOPPE quick-fit connection.

HOPPED
o o~

operational
guarantee

Patent application

The HOPPE quick-fit connection technology is
registered as a utility model with European
Patent registration pending.



New Products

New Products from HOPPE (UK) Ltd

ARRONE® Anti-Ligature Range

ARRONE® Facility Furniture

Acapulco Series

ARRONE® Victorian Straight
& Scrolled Brass

ARRONE® Contract Victorian
Straight & Scrolled Brass

ARRONE® Access Solutions

For more info contact
your distributor or
HOPPE (UK) Ltd




HOPPE

Handle of excellence,

HOPPE Paris 138S Series (AR200S Range)

Lever on Type 42K Rose & Lever on Type

267U, 2600, 304L & 306 Backplate @ 19mm b

or @ 22mm (Sprung & Unsprung) ‘ ’

application )@
¢ Suitable for Commercial Applications ' , '
features ’

Type 42K - 52x8mm round rose*
e Door thickness range 40mm to 47mm (sprung levers)
¢ Door thickness range 30mm to 49mm (unsprung levers)

¢ Supplied with both bolt through and wood screw fixings
¢ Suitable for 30min and 1 hour fire doors

¢ LRV Rating: HOPPE F1 Finish LRV of 60 Type 267U - 155x40mm

e Longer spindles are available to suit 1 hour fire doors rectangular backplate
1 concealed fix*
finishes . e Tosuit: Latch, Lever Key,
* SAA (HOPPE F1 finish) Bl Theiibehmon
* Standard door thickness
standards and certification FAre 4 i o Somm,

longer spindles available

E/ Quality & Performance: Successfully type tested Type 2600 - 194x40mm

to all the requirements of EN1906: 2002 Grade 3 radiused backplate
(Test reports/certificates are available on request) concealed fix*
*Note: this classification only applies to the ’ * Tosuit: Laich, Lever Key,

Euro, Oval & Bathroom
e Standard door thickness
3| 7 = 1| 1 410l A range 4imm to 50mm,
longer spindles available

Type 306 - 160x64mm
face fixed backplate

19mm sprung versions marked with an asterisk

Manufactured by an ISO 9001 Registered Company

&> ®

Fire Safety:Included on a successful fire Fs e Tosuit: Latch, Lever Key,
test to BS EN1634 Part1. Assessed for ' - Euro, Oval & Bathroom
use on 30 min & 1 hOUf f”e dOOl’S e Door Thickness Qange
. g o 40mm to 60mm
& Conformity Statement: This product satisfies
the dimensional recommendations contained . .
within BS8300:2009 for Lever Handles. However
the product alone does not give full compliance B » 25:,?:::5;::;;2"‘"1
to BS8300 and consideration must be given f , o TosuRELAIEN, Lavor Ky
to other installed hardware on the doorset. R — Etro. Oval & Bathroom
e Door Thickness Range
40mm to 60mm
- -



Architectural Aluminium

HOPPE Marseille 1138 Series with HOPPE quick-fit connection

Lever on Type 42K Rose (Sprung &
\ Unsprung) & Lever on Type 267U & 2600

—}, Backplate (Sprung)
application

= » Suitable for Commercial Applications
Type 42K - 52x8mm round rose* features
% loass speciydiimeal orderig the * Please specify at time of ordering the
dacs Bacurisad ranpaToguiiad door thickness range required
¢ Door Thickness Range 35mm to
45mm (for 30 min Fire Doar) e Door ThxcknessﬂRarjge 35mm to
« Door Thickness Range 44mm to 45mm (for 30 min Fire Door)
54mm (for 1 hour Fire Door) e Door Thickness Range 45mm to
Type 267U - 155x40mm 55mm (for 1 hour Fire Door)
rectangular backplate e Supplied complete with bolt through
(e, COTiCoaIRd fix & wood screw fixings
e Tosuit: Latch, Lever Key, _ .
Euro, Oval & Bathroom ¢ | RV Rating: HOPPE F1 Finish LRV of 60

* rsgﬁgceiz:{?mdr;)%tgécrggsss Cb Lever on Rose supplied with HOPPE
longer spindles available quick-fit connection
Type 2600 - 194x40mm finishes
radiused backplate -
~ concealed fix e SAA (HOPPE F1 f|n|Sh)
- — e To suit: Latch, Lever Key, fe .
Eibo. Ol e nathinont standards and certification

® Sta”daﬁ' GOC{ ‘g(‘)c"”ess E/ Quality & Performance: Successfully type tested
{3283 sg?n"&fs av:?;b;e to all the requirements of EN1906: 2002 Grade 3
(Test reports/certificates are available on request)

*Note: This classification only applies to
the sprung lever on round rose version.
The unsprung lever has a U in digit 8

3|17 -1 4101 A

)

@
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Manufactured by an ISO 9001 Registered Company

@ (

Fire Safety:Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

or

Conformity Statement: This product satisfies
the dimensional recommendations contained
within BS8300:2009 for Lever Handles. However
the product alone does not give full compliance
to BS8300 and consideration must be given

to other installed hardware on the doorset.



HOPPE Luxembourg 199 Series

Lever on Type 42K Rose (Sprung)

application
¢ Suitable for Commercial Applications

features

¢ Supplied with both bolt through and wood screw fixings
¢ Suitable for 40mm to 47mm door thickness

e [onger spindles are available to suit 54mm thick doors
e | RV Rating: HOPPE F1 Finish LRV of 60

finishes
¢ SAA (HOPPE F1 finish)

standards and certification

Quality & Performance: Successfully type tested
to all the requirements of EN1906: 2002 Grade 3
(Test reports/certificates are available on request)

3|17 - 11 4 10| A

)
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Manufactured by an ISO 9001 Registered Company

Fire Safety: Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

HOPPE London 113 Series

Lever on Type 42K Rose (Sprung)

application
¢ Suitable for Commercial Applications

features

¢ Supplied with both bolt through fixings

¢ Suitable for 40mm to 47mm door thickness

¢ Longer spindles are available to suit 54mm thick doors
¢ | RV Rating: HOPPE F1 Finish LRV of 60

finishes
¢ SAA (HOPPE F1 finish)

standards and certification

)

7
C

& (

Manufactured by an ISO 9001 Registered Company

Fire Safety: Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

HOPPE

Handle of excellence,

Type 42K - 52x8mm round rose

O

=~

Type 42K - 52x8mm round rose



Architectural Aluminium

HOPPE Amsterdam 1400 Series
Lever on Type 42K Rose (Unsprung)

application
e Suitable for Commercial Applications

features

e Supplied with wood screw fixings

Type 42K - 52x8mm round rose e Suitable for 30mm to 49mm door thickness

¢ Longer spindles are available to suit 54mm thick doors
¢ LRV Rating: HOPPE F1 Finish LRV of 60

finishes
* SAA (HOPPE F1 finish)
standards and certification
Manufactured by an ISO 9001 Registered Company

Fire Safety: Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

> ®)

HOPPE Stockholm 1140 Series

Lever on Type 42K Rose (Sprung)

) application
W ¢ Suitable for Commercial Applications
features
’
o e Supplied with wood screw fixings
Type 42K - 52x8mm round rose ¢ Suitable for 34mm to 49mm door thickness

¢ Longer spindles are available to suit 54mm thick doors
e LRV Rating: HOPPE F1 Finish LRV of 60

finishes
¢ SAA (HOPPE F1 finish)

standards and certification

Manufactured by an ISO 9001 Registered Company

>3

Fire Safety: Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

10



HOPPE

Handle of excellence.

HOPPE Bedford 114L Series

Lever on Type 42K Rose (Sprung) ~

application \

e Suitable for Commercial Applications ‘ i

features

¢ Supplied with wood screw fixings ?
¢ Suitable for 30mm to 49mm door thickness

e [onger spindles are available to suit 54mm thick doors
¢ | RV Rating: HOPPE F1 Finish LRV of 60

Type 42K - 52x8mm round rose

finishes
¢ SAA (HOPPE F1 finish)

standards and certification

)

—_—
»n
o

Manufactured by an ISO 3001 Registered Company

@ (

Fire Safety: Included on a successful fire
test to BS EN1634 Part1. Assessed for
use on 30 min & 1 hour fire doors

HOPPE Edinburgh 189N Series (Concealed Fix)

Lever on Type 266 & 267 Rectangular Plate
(Sprung)

application
¢ Suitable for Light Commercial Applications

features

¢ Supplied with bolt through fixings

¢ Suitable for 41mm to 50mm door thickness
e LRV: HOPPE F1 Finish LRV of 60

finishes
¢ SAA (HOPPE F1 finish)

standards and certification
s Type 266 - 103x40mm concealed fix short plate

ISO  Manufactured by an ISO 9001 Registered Company Type 267- 154x40mm concealed fix long plate
Available in
e Short Piate: Latch
e Long Plate: Lever Key, Euro, Oval & Bathroom

11



Architectural Aluminium

HOPPE Edinburgh 189N Series (Face Fix)

Type 266 - 103x40mm concealed fix short plate
Type 267- 154x40mm concealed fix long plate
Avallable In

e Short Plate: Latch

e long Plate: Lever Key, Euro, Oval & Bathroom

HOPPE Dubayy 107L Series

Type 266 - 103x40mm concealed fix short plate
Type 267- 154x40mm concealed fix long plate
Avallable in

e Short Plate: Latch”

e |ong Plate: Lever Key*, Euro, Oval & Bathroom

12

Lever on Type 266 & 267 Rectangular Plate
(Sprung)

application

¢ Suitable for Light Commercial Applications
features

¢ Supplied with wood screws

¢ Suitable for 20mm to 40mm door thickness
¢ LRV: HOPPE F1 Finish LRV of 60

finishes
e SAA (HOPPE F1 finish)

standards and certification

7N y
ISO  Manufactured by an ISO 9001 Registered Company

Lever on Type 266 & 267 Rectangular Plate
(Sprung)

application

¢ Suitable for Light Commercial Applications
features

¢ Supplied with wood screws

¢ Suitable for 20mm to 40mm door thickness
e | RV: HOPPE F1 Finish LRV of 60

finishes
e SAA (HOPPE F1 finish)

standards and certification

Er Quality & Performance: Successfully type tested

)

@

(
\

to all the requirements of EN1906: 2002 Grade 2
(Test reports/certificates are available on request)

*Note: this classification only applies to
the product marked with an asterisk

2|6 - 0 1 3|10(A

Manufactured by an ISO 9001 Registered Company



HOPPE

Handle of excellence.

HOPPE Dubayy 107L Series

Lever on Type 2835K Plate with Nylon Insets —_—
(Sprung)

application
e Suitable for Light Commercial Applications

o

features

¢ Supplied with wood screws

¢ Suitable for 32mm to 50mm door thickness
e | RV: HOPPE F1 Finish LRV of 60

finishes
e SAA (HOPPE F1 finish)

standards and certification

P s

ISO  Manufactured by an ISO 9001 Registered Company Type 266 - 103x40mm concealed fix short plate
Type 267- 154x40mm concealed fix long plate
Avallable In
e Short Plate: Latch
e Long Plate: Lever Key, Euro, Oval & Bathroom

ARRONE?® Facility Furniture

Large Lever on Bathroom Indicator Plate

application

¢ Suitable for bathroom doors where
ease of operation is required

e Suitable for hinged or sliding doors :
¢ Bolt-through fixed
¢ Product is handed: please state

desired handing when ordering l
features o

e |arge lever for ease of operation
Red/white occupancy indicator

Coin release
Can be fitted to cubicle or flush panel doors
Available in SAA finish

13



Architectural Brass

ARRONE® AR500 Series (Victorian Straight Lever Style)

S Y

120x42mm face fix short plate
155x42mm face fix long plate

e Short Plate: Latch & Privacy

* Long Plate: Lever Key, Euro & Bathroom

Lever on Type Rectangular Plate (Sprung)

application
¢ Suitable for Domestic Use Only

features

¢ Supplied with wood screw fixings

¢ Sprung furniture

¢ Suitable for interior doors

* Suitable for door thickness up to 44mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

standards and certification

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

ARRONE® AR501 Series (Victorian Scroll Lever Style)

d D

120x42mm face fix short plate
155x42mm face fix long plate

e Short Plate: Latch & Privacy

e |ong Plate: Lever Key, Euro & Bathroom

14

Lever on Rectangular Plate (Sprung)

application
e Suitable for Domestic Use Only

features

* Supplied with wood screw fixings

¢ Sprung furniture

e Suitable for interior doors

¢ Suitable for door thickness up to 44mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

standards and certification

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors



HOPPE'

Handle of excellence.

HOPPE Leon M1720 Series (Victorian Scrolled Lever Style)

Lever on M2710 Shaped Plate (Sprung)

application
e Suitable for Domestic Use Only

features

¢ Supplied with wood screw fixings

e Sprung furniture

¢ Suitable for interior doors

¢ Suitable for door thickness up to 44mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

standards and certification

6 Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

HOPPE Orléans M1655 Series

Lever on Type M3771EK & M3771K
Radiused Plate (Sprung)

application

¢ Suitable for Domestic Use Only
features

¢ Supplied with wood screw fixings

¢ Suitable for interior doors
¢ Suitable for door thickness up to 44mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

standards and certification

N
ISO  Manufactured by an I1SO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

A

) »
-
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Type M2710 - 208x49mm face fix long plate
e Latch, Lever Key, Euro & Bathroom

/)

Type M3771EK - 113x48mm face fix short plate
Type M3771K - 169x48mm face fix long plate
Avallable in

e Short Plate: Latch

e LongPlate: Latch, Lever Key, Euro,
Oval, Bathroom & Privacy

15



Architectural Brass

HOPPE Havanna Series - M1611

Type M42K - 52x8mm Round Rose

HOPPE Havanna Series - M1611

)

- al

Type M3006 - 180x41mm face fix long plate
Avallable In
* Latch, Lever Key, Euro & Bathroom

16
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Lever on Type M42K Rose (Sprung)

application
e Suitable for Domestic & Light Commercial Use

features

¢ Supplied with wood screw fixings

¢ Suitable for interior doors

e Suitable for door thickness up to 47mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

Lever on Type M3006 Radiused Plate
(Sprung)

application
¢ Suitable for Domestic & Light Commercial Use

features

¢ Supplied with bolt through screw fixings
¢ Suitable for interior doors

¢ Suitable for door thickness up to 47mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors
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HOPPE Las Palmas Series - M1609
Lever on Type M42K Rose (Sprung)

application
e Suitable for Domestic & Light Commercial Use

features

e Supplied with wood screw fixings

e Suitable for interior doors

¢ Suitable for door thickness up to 47mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

HOPPE Las Palmas Series - M1609

Lever on Type M3006 Radiused Plate
(Sprung)

application
e Suitable for Domestic & Light Commercial Use

features

¢ Supplied with bolt through screw fixings
¢ Suitable for interior doors

e Suitable for door thickness up to 47mm

finishes

¢ Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

HOPPE

Handle of excellence.

Type M42K - 52x8mm round rose

»

Type M3006 - 180x41mm face fix long plate
Available in
¢ Latch, Lever Key, Euro & Bathroom

17



Architectural Brass

HOPPE Vicenza Series - M1544

Type M42K - 52x8mm round rose

)

@
C

@ (

Type M3006 - 180x41mm face fix long plate
Avallable in
e Latch, Lever Key, Euro & Bathroom

18

Lever on Type M42K Rose (Sprung)

application
¢ Suitable for Domestic & Light Commercial Use

features

¢ Supplied with wood screw fixings

¢ Suitable for interior doors

¢ Suitable for door thickness up to 47mm

finishes

Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test io BS
EN1634 Part1. Assessed for use on 30 min fire doors

Lever on Type M3006 Radiused Plate
(Sprung)

application

¢ Suitable for Domestic & Light Commercial Use

features

¢ Supplied with bolt through screw fixings
e Sprung furniture

¢ Suitable for interior doors

e Suitable for door thickness up to 47mm

finishes

Available in polished brass, polished
chrome or satin chrome

Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors



HOPPE

Handle of excellence.

HOPPE Istanbul M171 Series
Lever on Type M17K Rose (Sprung) .

application \
* Suitable for Domestic Use Only ~
features '

e Supplied with wood screw fixings — e — —
¢ Suitable for interior doors

e Suitable for door thickness up to 47mm Type M17K - 52x8mm round rose

finishes

¢ Available in polished brass, polished or satin chrome

standards and certification
1:9§) Manufactured by an ISO 3001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

HOPPE Barcelona M154 Series

Lever on Type M354 Radiused Long Plate

(Sprung) Ay
application
e Suitable for Domestic & Light Commercial Use |

features .j

e Supplied with bolt through fixings
e Suitable for interior doors
e Suitable for door thickness up to 44mm

finishes .
* Available in polished brass/satin brass
or polished chrome/satin chrome ; ?ﬁl
ey i N
standards and certification
~ Type M354 - 245x42mm face fix long plate
ISO  Manufactured by an 1ISO 9001 approved company Available In

. : throor
Fire Safety: Included on a successful fire test to BS R e B

EN1634 Part1. Assessed for use on 30 min fire doors

19



Architectural Brass

HOPPE Acapulco Series

Lever on Square Rose (Sprung)

“’w application

_ e Suitable for Domestic & Light Commercial Use
( features
e Supplied with bolt through screw fixings
Type M18K-53 x 9mm square rose ¢ Sprung furniture

¢ Suitable for interior doors
¢ Supplied with HOPPE 8x110mm Solid Spindle
¢ Suitable for door thickness up to 53mm

@ Supplied with HOPPE quick-fit connection

finishes

* Available in brushed brass, satin chrome,
polished chrome, polished/satin chrome

standards and certification

TN

150 Manufactured by an ISO 9001 approved company

o

HOPPE Rédos M1603 Series with HOPPE quick-fit connection
Lever on Type M23K Rose (Sprung)

X application
N Vi * Suitable for Domestic & Light Commercial Use

— ——— features
(‘ ; » e Supplied with wood screw fixings
» e Suitable for interior doors

Type M23K - 52x10mm Round Rose e Door thickness range 30 to 56mm

@ Supplied with HOPPE quick-fit connection

finishes

* Available in Resista® polished brass, polished
brass, polished chrome & matt chrome

standards and certification
0N
ISO  Manufactured by an ISO 9001 approved company

Fire Safety: Included on a successful fire test to BS
EN1634 Part1. Assessed for use on 30 min fire doors

20






